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Target Application Markets
Covering Majority of Automation Applications

More than 15 Years Motion Control 
R&D Experiences of Key Experts

Strict Quality Control System

ISO9001 Certificates of Factories

7*24H Technical Support.

Remote and On-site  Training

Local Market Co-marketing

≥18 Months Warranty ( 5Years for 
some products) 

Focused on Providing
Comprehensive, Reliable and Precise 
Motion Control Solutions with 
High Quality & Competitive Pricing.

 PRODUCTS
Beyond Your Expectation

Wide Range of Motion Control Solutions,

Designed for Different Market Segments.

Top Level of Products Performance with
High Reliability & Attractive Prices.  .

100% Replacements of Top Brands
with Extra Values and Benefits.

PRODUCTION
Deliver the Best

COMPANY
Reliable & Long-Term Partnership

RESEARCH & DEVELOPMENT
Deliver the Best

Wide International R&D Cooperation

Continuous  Cutting-Edge & Practical
Technology Implement

Flexible & Fast Customization

Rich Industrial Automation Experiences

Future Oriented Development Strategy

Open For Overseas Market Cooperation

Electronics and Semiconductors,
CNC (Laser, Plasma, Water Jet, Cutting, Milling,
Engraving, Polishing, Positioning, etc.), 
Machine Tools, Medical, Aerospace, Test Bed,
Packaging(Marking, Labeling, Feeding, etc.),
Sewing, Printing, Textile, Dying, Fabrication,
Surveillance, Logistics, Factory Automation, 
Sorting, Farming, Robotics, Printing, 
Automotive, Telecom, SPM, etc.

SERVICES
Professional and In Time

Quick Customization and Delivery

100% Functional Test 

48 Hours Aging Test

3C, UL, CE, RoHS, etc. Certificates.

About Us
-Automate In A Better Way-



CNC LASER 
ELECTRONICS

PLASMA ENGRAVING
TEST BED

MEDICAL

TEXTILEGLASS WORK

METAL WORK

WOOD Work SEWING

PACKAGING

Marble Work

MACHINE TOOLLABELLING

CUTTING MARKING

CABLING

SURVEILIANCE

Rotar Actuators
Max. Torque 5-480N .m
Reduc�on Ra�o 5 to 250
IP65
Direct Connec�on
Hollow Sha�
Flexible Installa�on
High Posi�oning Accuracy
Easy Equipped with Moto

Factory Automation

sorting

Stepper Drive       
2 &3 Phase

Stepper Motor       
Nema11 to Nema52,
0.07 to 33.0N.m,
High Quality and Performance
Low hea�ng and Vibra�on,
Hollow Sha�, Waterproof, 
High Speed etc.
Fast Customiza�on .

2 &3 Phase

Motor with Brake
Nema17 to Nema34
0.07 to 33.0N.m
High Quality and Performance
Low hea�ng and Vibra�on
Extra Long Life�me
Hollow Sha�, Waterproof, 
High Speed etc.
Fast Customiza�on

2 Phase Stepper 

Nema17 to Nema34
0.2 to 12.0N.m
Compact Design, 
High Reduc�on Ra�os 
1:3.6 to 1:100
High Smoothness
Extra Long Life�me
Fexible Customiza�on 

2 Phase 
Integrated Stepper
Motor with Reducer 

750W to above30kW  
 Vector Control 
Extra Long Life Time
Rich Func�ons and Interfaces 
High Reliability

800W to above 30kW 
Water and Air Cooling
Wood, Stone, Metal, 
Glass etc.
High Precision and Performance
Flexible Customiza�on

Planetary 
Gear Reducers                
Round, Square,
Right-angle Types,
Size 28 to 120mm,
Standard Precision 12-18arcmin,
High Precision 3 and 5arcmin,
Rich Reduc�on Ra�os,
High Input Speed, High Torque,
>20000 hours Life�me,
Life-long Lubrica�on.

Nema17 to Nema34
Rated Push Strength 5 to 200N
Lead 0.61 to 10mm
Word-Class Lead Screw
High performance
Flexible Customiza�on

2 Phase Linear 
Stepper Motor       r                    

30 to 750W
80 to 4000RPM
Low Noise
Low Vibra�on
Low Hea�ng
Long Life�me, Easy Maintenance
Customiza�on Supported

Brushless Products       r              

Auto Posi�oning
Pla�orm
Ultra Thin, Lightweight,
Hollow structure,
Hi Rigidity and Accuracy,
Size in Full Range.

Electric Spindles

Variable 
Frequency Drives  

Step & Step Servo Drive 
in One, 0.4-8.0A,
DC(12-75V) and AC(80-265VAC),
Pulse&DIR, CW&CCW,
EtherCAT, CanOpen, Profinet Mode-bus
Rich Special&Prac�cal Func�ons,
Wide Applica�ons in High-End Market,
Unique Design with Patents,
Fast Customiza�on.

Electric Sylinders
Ver�cal, Horizontal,
Guideway
Reduc�on Ra�o 5 to 250
IP65
Direct Connec�on
Hollow Sha�
Flexible Installa�on
High Posi�oning Accuracy
Easy Equipped with Moto

Zionkaifull Automa�on Technology -Precise & Reliable  Mo�on  Control  Solu�ons-

Products and Applications
—Precise & Reliable Motion Control Solutions—
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Stepper Motors Overview

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque Iner�a  

A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads g mm

0.6 7.0 1.9 1.8 2 4 50 28 Y2SD1R520AHS0018-0604S-28

0.4 11.0 4.0 2.8 3 4 70 38 Y2SD1R520AHS0028-0404S-38

Remarks

0.7 4.5 3.2 6.0 8 4 110 33 Y2SD1R528AHS0060-0704S-33-5F

1.0 3.5 2.3 10.0 18 4 200 51 Y2SD1R528AHS010-1004S-51-5F

1.0 3.5 2.3 10.0 18 4 200 51 Y2SD1R528AHS010-1004D-51-5F

 0.6 6.7 5.0 7.0 9 100 30.1

 

28HS007-0604S-30-4.5F

1.0 2.4 1.8 7.0 9 100 30.128HS007-1004S-30-4.5F

28HS007-0604S-30-10D 0.6 6.7 5.0 7.0 9 100 30.1

 0.6  9.3  7.5  12.0 12 150 39.228HS012-0604S-39-4.5F

1.0 3.3 2.7 12.0 12 150 39.228HS012-1004S-39-4.5F

1.0 4.4 4.0 18.0 18 200 50.428HS018-1004S-50-4.5F

1.0 4.3 5.5 18.0 20 4 210 40 Y2SD1R535AHS018-1004D-40-5F

 0.95 3.3  3.7  10.0 12 160 26.535HS010-0954S-26-4.5F

0.56 9.3 10.4 10.0 12 160 26.535HS010-0564S-26-4.5F

0.95 4.8 8.0 18.0 20 200 36.535HS018-0954S-36-4.5F

0.56 13.6 24.4  18.0 20 200 36.535HS018-0564S-36-4.5F

 0.4 25 25  12 11 120 2039HS012-0484S-20

0.85 5.7 8.1 26.0 33 4 230 34 Y2SD1R542AHS026-0854S-34-5F

1.9 1.8 31.0 56 6 290 40 Y2SD1R542AHS031-1606S-40-5F

1.1 3.8 7.2 43.0 56 6 290 40 Y2SD1R542AHS043-1106S-40-5F

1.6

2.0 1.8 4.0 54.0 66 4 380 49.5 Y2SD1R542AHS054-2004S-50-5F

1.6 1.9 1.8 31.0 56 6 290 40 Y2SD1R542AHS031-1606D-40-5F

1.1 3.8 7.2 43.0 56 6 290 40 Y2SD1R542AHS043-1106D-40-5F

2.0 1.8 4.0 54.0 66 4 380 49.5 Y2SD1R542AHS054-2004D-50-5F

 
0.96

 4.2 3.2  20 36 220 33.542HS020-0956S-34

 1.4 2.3 3.8 0.31 36 220 33.542HS031-1404S-33

 1.0 4.7  7.7  0.31 36 220 33.542HS031-1004S-33

 0.7 9.0 15 0.31 36 220 33.542HS031-0704S-33

 0.5 18.6 30  0.31 36 220 33.542HS031-0504S-33

1.7 1.7 3.2  0.36 55 280 39.542HS036-1704S-38

 1.7 2.1 4 0.46 55 280 39.542HS046-1704S-39

 
1.2 3.9 7.8 0.46 55 280 39.542HS046-1204S-39

 0.85 7.9  16  0.46 55 280 39.542HS046-0854S-39

 
0.6

 

15.5

 
31

  
0.46

 

55 280 39.542HS046-0604S-39

 

4

4

4

4

4

4

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

4

4

4

4

4

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

6

4

4

4

4

4

4

4

4

4

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Dual Sha�

Dual Sha�

Dual Sha�

Dual Sha�

Dual Sha�

Drive
Matching

Nema 8 to Nema 17
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Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

Matching Remarks

       

 
1.3 3.2  6.0 50  350 482.542HS050-1304S-48-4.5F

2.3 1.6 4.0 89 470 59.542HS089-2304S-59

 1.65 3.3 7.7 89 470 59.542HS089-1654S-59

 1.15 6.4 15  89 470 59.542HS089-1154S-59

 0.82 12.9  30  89 470 59.542HS089-0824S-59

3.0

3.0

3.0

3.0 

 1.3 3.2  6.0 50  350 4842HS050-1304S-48 2.5

 

4

4

4

4

4

4

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Y2SD1R5

Stepper Motors Overview

1.96 1.9 4.0 60 350 47.542HS060-1964HS-48 2.5 Y2SD1R54 Hollow Sha�

Nema 8 to Nema 17
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Stepper Drives Overview

    
 

 

Item Descrip�on

Output Current

12 to 48VDC

0.4 to 3.0A (Peak)

Input Voltage

    
 Control Mode Pulse and Direc�on,

CW &CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16 Types, 1-128 Micro Step Se�ngs,
From 200 to 25600 Pules/Round

    
 

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on    

Matching Motors    
 Adap�ve to Stepper Motors of Nema 8  to Nema 17

    
 

Special Func�ons

50% or 90% by Se�ng Jumpers

 Auto Tuning, Self Test, Micro Step Interpola�on, 
Load Iner�a Selec�on

Idle Current

2 Phase Compact DC Stepper Drive:  Y2SD1R5

    
 

Item Descrip�on

Output Current

12 to 48VDC

0.4 to 3.0A (Peak)

Input Voltage

    
 Control Mode Pulse and Direc�on,

CW &CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16 Types, 1-128 Micro Step Se�ngs,
From 200 to 25600 Pules/Round

    
 

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on    

Matching Motors    
 Adap�ve to Stepper Motors of Nema11  to Nema17

    
 

Special Func�ons

50% or 90% by Se�ng Jumpers

 Auto Tuning, Self Test, Micro Step Interpola�on, 
Load Iner�a Selec�on, Alarm Output

Idle Current

2 Phase Compact DC Stepper Drive:  Y2SD1R5 PLUS

    
 

  

Item Descrip�on

Output Current

12 to 48VDC

0.3 to 2.2A (Peak)

Input Voltage

    
 Control Mode Pulse and Direc�on,

CW &CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16 Types, 1-128 Micro Step Se�ngs,
From 200 to 25600 Pules/Round

    
 

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on    

Matching Motors    
 Adap�ve to Stepper Motors of Nema17 and below

    
 Power Suppliers Adap�ve to 2A and above DC Power Supplies

    
 

Special Func�ons

50% or 90% by Se�ng Jumpers

 Auto Tuning, Self Test, Micro Step Interpola�on, 
Load Iner�a Selec�on

Idle Current

2 Phase Regular DC Stepper Drive:  Y2SD1

 

    
 

Item Descrip�on

Output Current

24 to 48VDC

1.0  to 4.5A (Peak)

Input Voltage

    
 Control Mode Pulse and Direc�on,

CW &CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16 Types, 5-125 Micro Step Se�ngs,
From 1000 to 25000 Pules/Round

    
 

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on    

Matching Motors    
 Adap�ve to Stepper Motors of Nema17 to Nema34 

 
Power Suppliers Adap�ve to 4A and above DC Power Supplies

Special Func�ons

50% or 90% by Se�ng Jumpers

Auto Tuning, Self Test, ,Load Iner�a Selec�onAlarm Output

Idle Current

2 Phase Regular DC Stepper Drive:  Y2SD2

    
 

 

Item Descrip�on

Output Current

24 to 75VDC

2.4 to 7.8A (Peak)

Input Voltage

    
 Control Mode Pulse and Direc�on,

CW &CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
8  Types, 2-256 Micro Step Se�ngs,
From 400 to 51200 Pules/Round

    
 

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on

 

    
Matching Motors    

 Adap�ve to Stepper Motors of Nema23 to Nema47

Power Suppliers Adap�ve to 6A and above DC Power Supplies

Special Func�ons

50% or 90% by Se�ng Jumpers

Auto Tuning, Self Test, , Load Iner�a Selec�onAlarm Output

Idle Current

  

    
 

Item Descrip�on

Output Current

20 to 60VDC

0.9 to 3.0A (Peak)

Input Voltage

    
 Control Mode Pulse and Direc�on,

CW &CCW

    
 Control Signal 5VDC 

    
 Micro Step 

Range
8  Types, 2-256 Micro Step Se�ngs,
From 400 to 51200 Pules/Round

    
 Con�nuously Adjustable

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on    

Matching Motors    
 Adap�ve to Stepper Motors of Nema17 to Nema23

Power Suppliers Adap�ve to 4A and above DC Power Supplies

Special Func�ons Auto Tuning, Self Test, Load Iner�a Selec�on

Idle Current

2 Phase Regular DC Stepper Drive:  Y2SD3 2 Phase Regular DC Stepper Drive:  Y2S3060
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Stepper Drives Overview

 

2 Phase  Stepper Drive:  Y2SA1 High-voltage AC 2 Phase  Stepper Drive:  Y2SA2High-voltage AC

      

2 Phase  Stepper Drive:  Y2SA3High-voltage AC

 

3 Phase  Stepper Drive:  Y3SA3High-Voltage AC

3 Phase Regular DC Stepper Drive:  Y3SD3 2 Phase Regular DC Step Servo Drive:  Y2SS3

  

    
 

 

Item Descrip�on

Output Current

80 to 265VAC

0.6 to 2.5A (Peak)

Input Voltage

    
 Control Mode Pulse and Direc�on,

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16  Types,1-128 Micro Step Se�ngs,
From 200 to 25600 Pules/Round

    
 

Special Func�ons

50% or 90% by Se�ng Jumpers

    
 

Input signal 
Filtering

Auto Tuning, Self Test, , Load Iner�a Selec�onAlarm Output

    
 

Idle Current

150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on

 

    
Matching Motors    

 Adap�ve to Stepper Motors of Nema23 to Nema34

 

Power Suppliers Adap�ve to 6A and above DC Power Supplies    

    
 

 

Item Descrip�on

Output Current

80 to 265VAC

0.4 to 4.0A (Peak)

Input Voltage

    
 Control Mode

Pulse and Direc�on,
CW and CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16  Types,1-128 Micro Step Se�ngs,
From 200 to 25600 Pules/Round

    
 

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on

 

    
Matching Motors    

 Adap�ve to Stepper Motors of Nema23 to Nema47

 

25%,50%, 70% or 90% by Se�ng DIP Switch

Special Func�ons
Auto Tuning, Self Test, , Micro Step Interpola�onAlarm Output
Load Iner�a Op�miza�on

Idle Current

Power Suppliers No Need AC/DC Power Supplies or Transformers

 

 

    

    
 

 

Item Descrip�on

Output Current

80 to 265VAC

0.4 to 8.0A (Peak)

Input Voltage

    
 Control Mode

Pulse and Direc�on,
CW and CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16  Types,1-128 Micro Step Se�ngs,
From 200 to 25600 Pules/Round

    
 

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on

 

    
Matching Motors    

 Adap�ve to Stepper Motors of Nema23 to Nema47

 
Power Suppliers No Need AC/DC Power Supplies or Transformers

25%,50%, 70% or 90% by Se�ng DIP Switch

Special Func�ons
Auto Tuning, Self Test, Alarm Output, Micro Step Interpola�on,
Load Iner�a Op�miza�on

Idle Current

    

    
 

 

Item Descrip�on

Output Current

80 to 265VAC

0.4 to 8.0A (Peak)

Input Voltage

    
 Control Mode

Pulse and Direc�on,
CW and CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16  Types,1-128 Micro Step Se�ngs,
From 200 to 25600 Pules/Round

    
 

    
 

Input signal 
Filtering    

 150KHz Digital Filtering for Low Micro Step Scenarios
2MHz Digital Filtering for High Micro Step Scenarios

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on

 

    
Matching Motors    

 Adap�ve to Stepper Motors of Nema23 to Nema47

Power Suppliers No Need AC/DC Power Supplies or Transformers

25%,50%, 70% or 90% by Se�ng DIP Switch

Special Func�ons
Auto Tuning, Self Test, , Micro Step Interpola�on,Alarm Output
Load Iner�a Op�miza�on

Idle Current

  

    
 

Item Descrip�on

Output Current

24 to 75VDC

1.5  to 7.8A (Peak)

Input Voltage

    
 Control Mode Pulse and Direc�on,

CW &CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
8  Types, 5-256 Micro Step Se�ngs,
From 1000 to 51200 Pules/Round

    
 

    
 

    
 

    
 Protec�on

Metal, High EMC Performance,
Mul�-Level Electrical Protec�on    

Matching Motors    
 Adap�ve to Three Phase Stepper Motors

 
Power Suppliers Adap�ve to 6A and above DC Power Supplies

Special Func�ons

50% or 90% by Se�ng Jumpers

Auto Tuning, Self Test, , Load Iner�a Selec�onAlarm Output

Idle Current

Input signal 
Filtering

Available, not Open.

    
 

Item Descrip�on

Output Current

24 to 75VDC

1.0 to 4.5A (Peak)

Input Voltage

    
 Control Mode

Pulse and Direc�on,
CW and CCW

    
 Control Signal 5VDC and 24VDC Compa�ble

    
 Micro Step 

Range
16  Types,1-128 Micro Step Se�ngs,
From 200 to 25600 Pules/Round

    
 

    
 Input signal 

Filtering

    
 

Available , not Open

Protec�on
Metal, High EMC Performance,
Mul�-Level Electrical Protec�on

Special Func�ons
Auto Tuning, , Load Iner�a Op�miza�on,Alarm Output
Load Current Automa�c Adjustment
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Power Supplies Overview
150W to 360W

Disadvantages of Regular AC/DC Switch Power Supplies:
Low-voltage Protection
Caused by big starting current of stepper motors, which causes misfunction of drives.
High-voltage Protection & Over-current Protection
Caused by feed-back current when a stepper motor decelerating.
Potential Damages of Drive’s Electronic Circuits & Performance of Machines  

Specifications

Weight kg Model Input Voltage Dimensions mmOutput Voltage Output Current

 159*97*38 

215*115*50

159*97*38

215*115*50 

KF-150-24

KF-350-24

KF-150-36

KF-350-36

24VDC

24VDC

36VDC

36VDC

6.25 A

14.6 A

4.2 A

10A

0.5

0.5

0.8

0.8

100~120VAC

200~240VAC

100~120VAC

200~240VAC

100~120VAC

200~240VAC

100~120VAC

200~240VAC

 Technical Features █

Advantages of Our Specially Designed Motion Control Power Supplies:
Wide Operation Voltage Range
High Over-load Ratio
Shortcut Protection, Over-load Protection, Over-voltage Protection
Big Output Side Capacitor enables High Output Voltage Compatibility
High Efficiency, Low Heating
3-years Warranty

Mechanical Dimensions in mm
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AF Series
Frame Size(mm) : 60, 90, 110,145, 180;

Reduction Ratios : 3 to 10 (1 Stage), 15 to 100 (2 Stage); 
Backlash : 3 arcmin, 5 arcmin, 7 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

AL Series
Frame Size(mm) : 70, 90, 120,155, 2095;

Reduction Ratios : 3 to 10 (1 Stage), 15 to 100 (2 Stage); 

Backlash : 5 arcmin, 7 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

AH Series
Frame Size(mm) : 64, 90, 110;

Reduction Ratios : 4 to 10 (1 Stage), 16 to 100 (2 Stage); 

Backlash : 3 arcmin, 5 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

ZAF Series
Frame Size(mm) : 60, 90, 115, 140;

Reduction Ratios : 3 to 10 (1 Stage), 16 to 100 (2 Stage); 

Backlash : 6 arcmin, 9 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

ZAL Series
Frame Size(mm) : 70, 90, 120, 155;

Reduction Ratios : 3 to 10 (1 Stage), 16 to 100 (2 Stage); 

Backlash : 6 arcmin, 9 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

ZionKaifull Automation Technology -Precise & Reliable Motion Control Solutions--VII-

Helical Gear Precision Planetary Gear Reducers
Matching All Motors
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Spur Gear Precision Planetary Gear Reducers
Matching All Motors
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Cost-effective Planetary Gear Reducer 

DLE42 & DLF42 Series
Frame Size(mm) : 42mm;

Reduction Ratios : 1:4/5/8/10/16/20/25/40/50/64/80/100/125/160/200 
Backlash : 30 arcmin, 40 arcmin, 60 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

DLEP42 & DLFP42 Series
Frame Size(mm) : 42mm;

Reduction Ratios : 1:4/5/8/10/16/20/25/40/50/64/80/100/125/160/200 
Backlash : 15 arcmin, 20 arcmin, 30 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

DLF57 Series
Frame Size(mm) : 57mm;

Reduction Ratios : 1:4/5/7/10/16/20/25/28/35/40/50/70/64/80/100/125/140/175/200

Backlash : 20 arcmin, 30 arcmin, 50arcmin

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

DLFP57 Series
Frame Size(mm) : 57mm;

Reduction Ratios
Backlash : 15 arcmin, 20 arcmin, 30 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

DLF86 Series
Frame Size(mm) : 86mm;

Reduction Ratios: 1:4/5/7/10/16/20/25/28/35/40/50/70/64/80/100/125/140/175/200

Backlash : 10 arcmin, 15 arcmin, 25 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

DLFS42  Series
Frame Size(mm) : 42mm;

Reduction Ratios : 1:4/5/7/10/16/20/25/28/35/40/50/70/100
Backlash : 5 arcmin, 7 arcmin;

Input & Output Shaft Type
Average Lifetime : >20000 Hours

: All Main Stream, Customizable;

: 1:4/5/7/10/16/20/25/28/35/40/50/70/64/80/100/125/140/175/200

-IX-

Matching Stepper Motors



Content of 2 Phase Hybrid Stepper Motors
Nema 8 to Nema 17

P1-2.       20AHS Series

 P3-5.       28AHS Series 

 P6-9.       28HS Series

P10.        35AHS018

P11-13.   35HS Series

P14.        39HS012 

P15-19.  42AHS Series

P20-31.  42HS Series

Contents

Naming Rules

High Quality

Flexible Customization

Rich Experiences

Cost-effectivenes

Fast Delivery

Zionkaifull Automa�on Technology

Advantages

28   HS   007   -   060   4   S   -   30   -   4.5   F
Shaft Processing Type:
 F (Flat), K(Key)

Shaft Diameter in mm

Length of Motor Body

Shaft Type: 
S(Single), D(Dual), H(Hollow)

Quantity of Cable Leads

Rated Current per Phase:
060/100=0.60A

Rated Holding Torque:
007/100=0.07N.m, 0018/1000=0.018N.m
HS: Hybrid Stepper Motors

Motor Frame Size 28mm

-Precise & Reliable  Mo�on  Control  Solu�ons-

AHS: Advanced Hybrid Stepper Motors

-X-



20AHS0018  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

0.6 7.0 1.9 1.8 2 4 0.05 28

Matching

Nema 8, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  3N  

Max. Radial Load 15N (5mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R520AHS0018-0604S-28

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

0.5

0

1.0

1.5

2.0

2.5

3.0

10 20 30 40 50

Rated Condi�on, Y2SD1R5 (24VDC)

-1--1-Zionkaifull Automa�on Technology

Single, Dia. 4mm (Customizable)
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20AHS0028  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

0.4 11.0 4.0 2.8 3 4 0.07 38

Matching

Nema 8, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  3N  

Max. Radial Load 15N (5mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R520AHS0028-0404S-38

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

0.5

0

1.0

1.5

2.0

2.5

3.0

10 20 30 40 50

Rated Condi�on, Y2SD1R5 (24VDC)

-1--2-Zionkaifull Automa�on Technology

Single, Dia. 4mm (Customizable)
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28AHS0060  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

0.7 4.5 3.2 6.0 8 4 0.11 33

Matching

Nema 11, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  5N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R528AHS0060-0704S-33-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

2

0

4

6

8

10

12

10 20 30 40 50

Rated Condi�on, Y2SD1R5 (24VDC)

-1--3-Zionkaifull Automa�on Technology

Single, Dia. 5mm (Customizable)
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28AHS010  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

1.0 3.5 2.3 10.0 18 4 0.2 51

Matching

Nema 11, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  5N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R528AHS010-1004S-51-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

2

0

4

6

8

10

12

10 20 30 40 50

Rated Condi�on, Y2SD1R5 (24VDC)

-1--4-Zionkaifull Automa�on Technology

Single, Dia. 5mm (Customizable)
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28AHS010 Dual Sha�  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

1.0 3.5 2.3 10.0 18 4 0.2 51

Matching

Nema 11, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  5N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R528AHS010-1004D-51-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

2

0

4

6

8

10

12

10 20 30 40 50

Rated Condi�on, Y2SD1R5 (24VDC)

-1--5-Zionkaifull Automa�on Technology

Single, Dia. 4mm (Customizable)
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28HS007 Series  
 

 
 
 

 

 
█ Specifica�ons 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar

 
  

Weight 
  

Length 
 

 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.cm N.cm g.cm2  # of Leads   g  mm 

 0.6 6.7 5.0 7.0 9 Bi (4) 100 30.1

 

 
 
  
 
 
 
 
 
 
 

 

28HS007-0604S-30-4.5F

█   Mechanical Dimensions (in mm)

0.5

Сoil Type

● Small Size with  High Torque;
● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

 

Highlights:

28HS007-0604S-30-4.5F
28HS007-1004S-30-4.5F

1.0 2.4 1.8 7.0 9 Bi (4) 100 30.128HS007-1004S-30-4.5F 0.5

28HS007-0604S-30-10D 0.6 6.7 5.0 7.0 9 Bi (4) 100 30.10.5

 █       █ Matching Connector with Leads Dimensions       █ Wiring Diagram     

28HS007-0604S-30-10D

mm
inch

-1--6-Zionkaifull Automa�on Technology
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  5N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 4mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 11, 2 Phase Standard Hybrid Stepper Motors



28HS012 Series  
 

 
 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.cm N.cm g.cm2  # of Leads   g  mm 

 0.6  9.3  7.5  12.0 12 Bi (4) 150 39.2

 

 
 
  
 
 
 
 
 
 
 

28HS012-0604S-39-4.5F

 1.0 3.3  2.7  12.0 12 Bi (4) 150 39.228HS012-1004S-39-4.5F

█  
 

Mechanical Dimensions (in mm)

 

 █   
   

 █ Matching Connector with Leads Dimensions  
   

 █ Wiring Diagram  
   

0.6

0.6

█ Specifica�ons

● Small Size with  High Torque;
● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

-1--7-Zionkaifull Automa�on Technology
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  5N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 4mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 11, 2 Phase Standard Hybrid Stepper Motors



28HS018 Series  
 

 
 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.cm N.cm g.cm2  # of Leads   g  mm 

 1.0  4.4  4.0  18.0 18 Bi (4) 200 50.4

 

 
 
  
 
 
 
 
 
 
 

28HS018-1004S-50-4.5F

█  
 

Mechanical Dimensions (in mm)

 

 █   
   

 █ Matching Connector with Leads Dimensions  
   

 █ Wiring Diagram  
   

0.8

█ Specifica�ons 

● Small Size with  High Torque;
● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

-1--8-Zionkaifull Automa�on Technology
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  5N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 4mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 11, 2 Phase Standard Hybrid Stepper Motors



28HSXXX Torque Speed Curves  
 

 
 
 
 

28HS007-1004S-30-4.5F
28HS007-0604S-30-4.5F
28HS007-0604S-30-10D

28HS012-1004S-39-4.5F

12V,1.0A
24V,1.0A
36V,1.0A

12V,0.6A
24V,0.6A
36V,0.6A

28HS018-1004S-50-4.5F

12V,1.0A
24V,1.0A
36V,1.0A

12V,1.0A
24V,1.0A
36V,1.0A

12V,0.6A
24V,0.6A
36V,0.6A

28HS012-0604S-39-4.5F

-1--9-Zionkaifull Automa�on Technology -Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 11, 2 Phase Standard Hybrid Stepper Motors



35AHS018  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

1.0 4.3 5.5 18.0 20 4 0.21 40

Matching

Nema 14, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R535AHS018-1004D-40-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

3

0

6

9

12

15

18

10 20 30 40 50

Rated Condi�on, Y2SD1R5 (24VDC)

-1--10-Zionkaifull Automa�on Technology

Single, Dia. 4mm (Customizable)
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35HS010 Series  
 

 
 

 

 
 
  
 
 
 
 
 
 
 

█  
 

Mechanical Dimensions (in mm)

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.cm N.cm g.cm2  # of Leads   g  mm 

 0.95 3.3  3.7  10.0 12 Bi (4) 160 26.535HS010-0954S-26-4.5F

 0.56 9.3  10.4  10.0 12 Bi (4) 160 26.535HS010-0564S-26-4.5F

 

 █   
   

 █ Matching Connector with Leads Dimensions  
   

 █ Wiring Diagram  
   

1.0  

1.0  

0

█ Specifica�ons 

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

-1--11-Zionkaifull Automa�on Technology
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 14, 2 Phase Standard Hybrid Stepper Motors



35HS018 Series  
 

 

 

 
 
  
 
 
 
 
 
 
 

 

█  
 

Mechanical Dimensions (in mm)

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.cm N.cm g.cm2  # of Leads   g  mm 

 0.95 4.8  8.0  18.0 20 Bi (4) 200 36.535HS018-0954S-36-4.5F

 0.56 13.6 24.4  18.0 20 Bi (4) 200 36.535HS018-0564S-36-4.5F

 █   
   

 █ Matching Connector with Leads Dimensions  
   

 █ Wiring Diagram  
   

1.5  

1.5  

0

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

-1--12-Zionkaifull Automa�on Technology
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 14, 2 Phase Standard Hybrid Stepper Motors



35HS010/018  Torque Speed Curves 
 

 
 
 
 

35HS010-0954S-26-4.5F35HS010-0564S-26-4.5F

12V,0.56A
24V,0.56A
36V,0.56A

12V,0.95A
24V,0.95A
36V,0.95A

35HS018-0954S-36-4.5F35HS018-0564S-36-4.5F

12V,0.56A
24V,0.56A
36V,0.56A

12V,0.95A
24V,0.95A
36V,0.95A

-1--13-Zionkaifull Automa�on Technology -Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 14, 2 Phase Standard Hybrid Stepper Motors



39HS012  
 

 
 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
        Torque Torque Iner�a       
                     

    A/Ø  Ω/Ø  mH/Ø N.cm N.cm g.cm2  # of Leads  g  mm 

 0.4 25  25  12 0.05 11 Bi (4) 120 20

 
 
 
 
 
 
 
 
 
 
 

39HS012-0484S-20

 

 █   
   

 █ Matching Connector with Leads Dimensions   
   

 

█

 

Wiring Diagram

  
   

█ Torque Speed Curves

12V,0.4A
24V,0.4A
36V,0.4A

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

 
█ Mechanical Dimensions (in mm) 
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 16, 2 Phase Standard Hybrid Stepper Motors



42AHS026  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

0.85 5.7 8.1 26.0 33 4 0.23 34

Matching

Nema 17, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R542AHS026-0854S-34-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]
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15
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30

10 20 30 40 50

Rated Condi�on, Y2SD1R5 (24VDC)

-1--15-Zionkaifull Automa�on Technology

Single, Dia. 5mm (Customizable)
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Note: Wires length 300mm.

-Precise & Reliable  Mo�on  Control  Solu�ons-



42AHS031/043 Series  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

1.6
1.9 1.8 31.0 56 6 0.29 40

Matching

Nema 17, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R542AHS031-1606S-40-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

7.5

0

15

22.5

30

37.5

45

10 20 30 40 50

Half, Y2SD1R5 (24VDC)

-1--16-Zionkaifull Automa�on Technology

Single, Dia. 5mm (Customizable)

 
BRW  A+

 

1.1
3.8 7.2 43.0 56 6 0.29 40 Y2SD1R542AHS043-1106S-40-5F

Full, Y2SD1R5 (24VDC)

Half

Full

42AHS031-1606S-40-5F

BLK    A-

ORG   NC

B+
RED  

B-
WHT 

NC
YEL

 
BRW  A+

BLK    NC

 ORG    A-

B+
RED  

NC
WHT 

B-
YEL

42AHS043-1106S-40-5F

Note: Wires length 300mm.

-Precise & Reliable  Mo�on  Control  Solu�ons-



42AHS054  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

2.0 1.8 4.0 54.0 66 4 0.38 49.5

Matching

Nema 17, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R542AHS054-2004S-50-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]
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10 20 30 40 50

Rated Condi�on, Y2SD1R5 (24VDC)

-1--17-Zionkaifull Automa�on Technology

Single, Dia. 5mm (Customizable)
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Note: Wires length 300mm.

-Precise & Reliable  Mo�on  Control  Solu�ons-



42AHS031/043 Dual Sha�  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

1.6
1.9 1.8 31.0 56 6 0.29 40

Matching

Nema 17, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R542AHS031-1606D-40-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

7.5

0

15

22.5

30

37.5

45

10 20 30 40 50

Half, Y2SD1R5 (24VDC)

-1--18-Zionkaifull Automa�on Technology

Single, Dia. 5mm (Customizable)

 
BRW  A+

 

1.1
3.8 7.2 43.0 56 6 0.29 40 Y2SD1R542AHS043-1106D-40-5F

Full, Y2SD1R5 (24VDC)

Half

Full

42AHS031-1606D-40-5F

BLK    A-

ORG   NC

B+
RED  

B-
WHT 

NC
YEL

 
BRW  A+

BLK    NC

 ORG    A-

B+
RED  

NC
WHT 

B-
YEL

42AHS043-1106D-40-5F

Note: Wires length 300mm.

-Precise & Reliable  Mo�on  Control  Solu�ons-



42AHS054 Dual Sha�  
 

 
 

Model 
  

Current Resistance 
  

Inductance Holding Rotor Lead Weight Length 
 

Torque DriveIner�a  

 A/Ø Ω/Ø mH/Ø N.cm g.cm2 # of Leads kg mm

2.0 1.8 4.0 54.0 66 4 0.38 49.5

Matching

Nema 17, 2 Phase Standard Hybrid Stepper Motors 

 

● By Japanese Top Manufacturer;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

 

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

█ Specifica�ons 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

█ Mechanical Dimensions (in mm)

Y2SD1R542AHS054-2004D-50-5F

█ Wiring Diagram Torque Speed CurveS█

Torque[Ncm]

Speed[RPS]

10
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Rated Condi�on, Y2SD1R5 (24VDC)

-1--19-Zionkaifull Automa�on Technology

Single, Dia. 5mm (Customizable)
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Note: Wires length 300mm.

-Precise & Reliable  Mo�on  Control  Solu�ons-



42HS020  
 

 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.cm N.cm g.cm2  # of Leads   g  mm 

 0.96 4.2  3.2  20 1.2 36 Bi (6) 220 33.5

 
█ Mechanical Dimensions (in mm)  
 
 
 
 
 
 
 
 
 
 
 
 
 

42HS020-0956S-34

 █   
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 █ Matching Connector with Leads Dimensions (in mm)  
   

 

█

 

Wiring Diagram

  
   

█ Torque Speed Curves

12V,0.96A
24V,0.96A
36V,0.96A
48V,0.96A

YEL   O

W
H

T
 M

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

-1--20-Zionkaifull Automa�on Technology

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS031 Series  
 

 
 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.m  N.cm g.cm2  # of Leads   g  mm 

 1.4 2.3  3.8  0.31 36 Bi (4) 220 33.5

 
█ Mechanical Dimensions (in mm) 
 
 
 
 
 
 
 
 
 
 
 
 

42HS031-1404S-33

 1.0 4.7  7.7  0.31 36 Bi (4) 220 33.542HS031-1004S-33

 0.7 9.0  15  0.31 36 Bi (4) 220 33.542HS031-0704S-33

 0.5 18.6 30  0.31 36 Bi (4) 220 33.542HS031-0504S-33
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 █ Matching Connector with Leads Dimensions  
   

 █ Wiring Diagram  
   

 

1.2 

1.2 

1.2 

1.2 

0

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

-1--21-Zionkaifull Automa�on Technology

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS031 Torque Speed Curves  
 

 
 
 
 

42HS031-1004S-3342HS031-1404S-33

42HS031-0504S-3342HS031-0704S-33

12V,1.4A
24V,1.4A
36V,1.4A
48V,1.4A

12V,1.0A
24V,1.0A
36V,1.0A
48V,1.0A

12V,0.7A
24V,0.7A
36V,0.7A
48V,0.7A

12V,0.5A
24V,0.5A
36V,0.5A
48V,0.5A

-1--22-Zionkaifull Automa�on Technology -Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS036  
 

 
 

 
Model 

  
Current 

 
Resistance Inductance Holding Detent Rotor Bi/Unipolar 

 
Weight Length 

 
    Torque Torque Iner�a   

    A/Ø Ω/Ø mH/Ø N.cm N.cm g.cm2 # of Leads g mm

 1.7 1.7  3.2  36 1.5 55 Bi (4) 280 39.5

 
█ Mechanical Dimensions (in mm)  
 
 
 
 
 
 
 
 
 
 
 
 

42HS036-1704S-38

39.5±1
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 █ Matching Connector with Leads Dimensions (in mm)  
   

 

█

 

Wiring Diagram

  
   

█Torque Speed Curves

0.33

0.28

0.23

0.18

0.13

0.08

12V,1.7A
24V,1.7A
36V,1.7A
48V,1.7A

±0.5

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

-1--23-Zionkaifull Automa�on Technology

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS046 Series  
 

 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.m  N.cm g.cm2  # of Leads   g  mm 

 1.7 2.1  4   0.46 55 Bi (4) 280 39.5

 
█ Mechanical Dimensions (in mm)  
 
 
 
 
 
 
 
 
 
 
 
 

42HS046-1704S-39

 1.2 3.9  7.8  0.46 55 Bi (4) 280 39.542HS046-1204S-39

 0.85 7.9  16  0.46 55 Bi (4) 280 39.542HS046-0854S-39

 0.6 15.5 31  0.46 55 Bi (4) 280 39.542HS046-0604S-39

39.5

1.5 

1.5 

1.5 

1.5 

 █   
  

 
 

BLK  A+

GRN  A-

R
E

D
  B

+

B
LU

  B
-

M

 █ Matching Connector with Leads Dimensions  
   

 █ Wiring Diagram  
   

0

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

-1--24-Zionkaifull Automa�on Technology

 

Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS046  Torque Speed Curves  
 

 
 
 
 

42HS046-1204S-3942HS046-1704S-39

42HS046-0604S-3942HS046-0854S-39

12V,1.7A
24V,1.35A
24V,1.7A
36V,1.7A

12V,1.2A
24V,1.2A
36V,1.2A
48V,1.2A

12V,0.85A
24V,0.85A
36V,0.85A
48V,0.85A

12V,0.6A
24V,0.6A
36V,0.6A
48V,0.6A

-1--25-Zionkaifull Automa�on Technology -Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS050 Series 
 

 
 

 
Model 

  
Current 

 
Resistance Inductance Holding Detent Rotor Bi/Unipolar 

 
Weight Length 

 
    Torque Torque Iner�a   

    A/Ø Ω/Ø mH/Ø N.cm N.cm g.cm2 # of Leads g mm

 1.3 3.2  6.0 50  Bi (4) 350 48

 

█ Mechanical Dimensions (in mm)   
 
 
 
 
 
 
 
 
 
 
 

42HS050-1304S-48
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 █ Matching Connector with Leads Dimensions  
   

 

█

 

Wiring Diagram

  
   

█ Torque Speed Curves

12V,1.96A
24V,1.5A
36V,1.96A
48V,1.96A

2.5 75

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

 1.3 3.2  6.0 50  Bi (4) 350 482.5 7542HS050-1304S-48-4.5F

42HS050-1304S-48 42HS050-1304S-48-4.5F
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS060 Series  
 

 
 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.m  N.cm g.cm2  # of Leads   g  mm 

 1.96 1.9  4   0.6 73 Bi (4) 350 47.5

 
█ Mechanical Dimensions (in mm)  
 
 
 
 
 
 
 
 
 
 
 
 

 

42HS060-1964S-47

 1.4 3.5  7.4  0.6 73 Bi (4) 350 47.542HS060-1404S-47

 1.0 7.2  15  0.6 73 Bi (4) 350 47.542HS060-1004S-47

 0.7 13.8 29  0.6 73 Bi (4) 350 47.542HS060-0704S-47
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2.5 

 █   
  

 
 

BLK  A+

GRN  A-

R
E

D
  B

+

B
LU

  B
-

M

 █ Matching Connector with Leads Dimensions  
   

 █ Wiring Diagram  
   

 █ Specifica�ons 

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

47.5
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS060 Torque Speed Curves  
 

 
 
 
 

42HS060-1404S-4742HS060-1964S-47

42HS060-0704S-4742HS060-1004S-47

12V,1.96A
24V,1.5A
24V,1.96A
36V,1.96A

12V,1.4A
24V,1.4A
36V,1.4A
48V,1.4A

12V,1.0A
24V,1.0A
36V,1.0A
48V,1.0A

12V,0.6A
24V,0.7A
36V,0.7A
48V,0.7A
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Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS060 Hollow Sha� 
 

 
 

 
Model 

  
Current 

 
Resistance Inductance Holding Detent Rotor Bi/Unipolar 

 
Weight Length 

 
    Torque Torque Iner�a   

    A/Ø Ω/Ø mH/Ø N.cm N.cm g.cm2 # of Leads g mm

 1.96 1.9  4.0 60  73 Bi (4) 350 47.5

 

 
 
 
 
 
 
 
 
 
 

42HS060-1964HS-48

 Hollow Shaft

 

 █   
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 █ Matching Connector with Leads Dimensions  
   

 

█

 

Wiring Diagram

  
   

█ Torque Speed Curves

12V,1.96A
24V,1.5A
36V,1.96A
48V,1.96A

2.5

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch

 
█ Mechanical Dimensions (in mm) 
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS089 Series  
 

 
 

 
Model 

  
Current 

  
Resistance 

  
Inductance 

 Holding Detent Rotor  
Bi/Unipolar 

  
Weight 

  
Length 

 
 Torque Torque Iner�a       
          

    A/Ø  Ω/Ø  mH/Ø N.m  N.cm g.cm2  # of Leads   g  mm 

 2.3  1.6  4   0.89 110 Bi (4) 470 59.5

 
█ Mechanical Dimensions (in mm) 
 
 
 
 
 
 
 
 
 
 
 
 

42HS089-2304S-59

 1.65 3.3  7.7  0.89 110 Bi (4) 470 59.542HS089-1654S-59

 1.15 6.4  15  0.89 110 Bi (4) 470 59.542HS089-1154S-59

 0.82 12.9 30  0.89 110 Bi (4) 470 59.542HS089-0824S-59

59.5

  

3.0 

3.0 

3.0 

3.0 

 █   
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 █ Matching Connector with Leads Dimensions   
   

 █ Wiring Diagram  
   

0

█ Specifica�ons

● Low Noise, Low Vibra�on;
● High Speed, High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
     Sha� Type(diameters, dual sha�, hollow sha�, flat, key), 
     Torque Values, Lead Type etc.

Highlights:

mm
inch
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Step Angle 1.8° (2 Phase)  

Sha� Type

  Step Angle Accuracy

 

0.09°

 

Max. Surface Temperatures

 

Max Allowed 100℃

 Max. Temperature Rise

 

Less than 80 °C (Rated Current)

 

Ambient Temperature -20 °C ~ +50 °C 

Insula�on Grade  100 MΩ Min. , Class B  

Dielectric Strengt  500 VAC for 1 Minute  

Max. Axial Load  10N  

Max. Radial Load 25N (10mm from moun�ng Surface) 

Cer�ficates  Rohs, CE, CCC (As per Customer Need)

Single, Dia. 5mm (Customizable)

-Precise & Reliable  Mo�on  Control  Solu�ons-

Nema 17, 2 Phase Standard Hybrid Stepper Motors



42HS098 Torque Speed Curves  
 

 
 
 
 

42HS089-1654S-5942HS089-2304S-59

42HS089-0824S-5942HS089-1154S-59

12V,1.15A
24V,1.15A
36V,1.15A
48V,1.15A

12V,2.3A
24V,2.0A
24V,2.3A
36V,2.3A
48V,2.3A

12V,0.82A
24V,0.82A
36V,082A
48V,0.82A

12V,1.65A
24V,1.65A
36V,1.65A
48V,1.65A
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Nema 17, 2 Phase Standard Hybrid Stepper Motors



Contact Us

Zion Kaifull Automation Technology Co., Ltd.

Address: Floor 18, Tower B, No.89 of L.X. Road,
                  Longgang District, Shenzhen, Сhina. 

Email     : sales@zionkaifull.com
 technic@zionkaifull.com

Phone   : 0086-186 8216 0096

Fax    : 0086-0755-2836 4232

Website   : www.zionkaifull.com
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