
57LHS3324C-C-L

57LHS2164C-C-L

57LHS0904C-C-L

Model Name

 █ Specifica�ons  
Step Angle  1.8° (2 Phase)  

  

 

Nut Type

 

Ball Nut

 

Insula�on Grade
 

500VDC, 100 MΩ Min. ,Class B 
 

Dielectric Strengt
 

500 VAC for 1 Minute
 

 
IP Grade

 
 IP40

 Cer�ficates  Rohs, CE, CCC

Suface Temperature Max.Allowed 100℃

Step Angle Accuracy ±0.09° 

Temperature Rise Less than 80℃ (Rated Current)

Humidity Range

 
20% to 90% RH

Leadscrew Thread Dimensions in mmLeadscrew Thread Dimensions in mm
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Note: Customization of motor specifications  available.

Note: Cutomization of step and lead specification available.

● Low Noise, Low Vibra�on, Low Hea�ng;
● High Smoothness;
● High Efficiency, Long life�me ;
● Flexible in Customiza�on: 
Screw Diameter, Screw Lead, Screw Length, Motor Length,
Electric Parameters, Motor Surface Processing etc.

Highlights:

57LHS3324/2164/0904 Series
Double Stack Hybrid Linear Stepper Motors
2 Phase, Nema 23, Captive, Rich Leadscews

Size Nema 23

Mechanical Drawings in mm

Distance Code Distance 

20.47                1.68

26.82                 8.03

33.17                14.38

39.52                20.73

45.87                27.08

58.57                39.78

Connector

Distance

Load Force and Pulse Rate Curves

Wiring Diagram RED   A+

RE&WHT  A-

GRN&WHT   B+ B-    GRN   
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